PARAMETRY TECHNICZNE
TECHNICAL DATA | TEXHUYECKUE NAPAMETPbI
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[M3/H] 890 1700 2100 2900
[Pa] 130 230 220 140 i
WOS SILVER WOS SILVER
BLDC @200 BLDC @250
330x330x170 375x375x180
[MmH20] 13,26 23,45 22,43 14,29 A/B/C A/B/C
WOS SILVER WOS SILVER
BLDC @300 BLDC @350
435x435x160 502x502x175
[dB(A)3m] 70 70 60 60 A/B/C A/B/C
V/Hz] 230/50, 230/50, 230/50, 230/50,
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[obr./min.]
[rpm] 2500 2500 2500 1440 DVAER
[06/MuH] OAPTHb
B aylele
[w] 40 70 20 82
= D 0,
°c] 70 70 70 70 S
= D O
[KG] 2,15 2,2 3,4 49
[Pl X4 X4 X4 X4
Qv | @ | G | G
PRZYKLADOWY SPOSOB MONTAZU 0 0O )
INSTALLATION METHODS | METOObl YCTAHOBKU B =
" * r : '
O O DO
_ N\ | W o
3 4 O O B D
1 D) A DROIN
| | A
. N
0 0 0 0 TS
OH3BO &) C 0 0D 30 00

PO O
oP
O O
DR
205 280 80 250 7
265 320 80 290 7
315 397 80 380 9
365 460 88 442 9
» » DR » DWA

fainy
&

GWARANCJI
3y &
W

Sterowanie moca
w zakresie 0-100%

0-100% power adjustment

VipasJienue nmuTanmueM B JHana3one
0-100%

DOSTEPNE WERSJE @
AVAILABLE VERSIONS | JOCTYTMHbIE BEPCUM

Standard
Standard version
CTaHAAPTHbIN

CZARNY | SREBRNY
BLACK AND SILVER
YEPHbIW U CEPEBPUCTbIN

BLACHA STALOWA MAL. PROSZKOWO
POWDER PAINTED SHEET STEEL
JINCTOBASI CTAJ1b, OKPALLEHHAS
MOPOLUKOBOM KPACKOM

tOZYSKO DWURZEDOWE SKF
SKF DOUBLE ROW BEARING
OBYXPSIAHbIN MNOALMUIMHUK SKF

SCHEMAT POLACZEN
CONNECTION SCHEME | CXEMA NMOOKJTIOYEHUA

206-208



